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Light quality:

CRI:  96,7

Color temperature:

2886 K

Output: 1197 lm
Peak: 6577 cd

Power: 30,9 W
PF: 0,95

Product name:
Aquarell DC XIM09953030A3A
hybrid small 50mm

Date and time:
24-7-2020  9:31:49

Item number:
900 000437

Additional information:
-XIM09953013A3A
-50mm Optic Spot

CIE1931
x: 0,440
y: 0,396

400 450 500 550 600 650 700 750 800

Beam angle

Color

Spectra Power Voltage: 237 V
Current: 0,137 A

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com
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CIE 1931 CIE 1931 ZOOM

Delta UV: 0,0035

TM30: 94,8 CRI: 96,7  (R1-R8)
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CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

96,83 98,05 97,40 95,19 96,74 95,29 97,05 97,43 94,54 97,56 91,80 92,46 96,67 97,48 98,54

TM30 C values, 16 binned values out of total of 99 C values
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16

96,66 97,71 94,84 95,50 95,21 92,82 95,26 94,27 96,25 97,27 94,32 91,90 93,81 92,16 95,51 89,92

CQS Q values
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15

94,96 97,21 92,84 96,09 95,67 91,66 91,88 95,37 97,73 95,84 96,73 97,02 96,90 95,24 95,98

Color parameters

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Duv

2886 K 96,7 94,5 94,8 103,6 94,9 0,4 0,4 0,3 0,3 -0,0035
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1 m
3,3 ft

0,3 m
1 ft

6568 lx

610,2 fcd

2 m
6,6 ft

0,6 m
2 ft

1642 lx

152,5 fcd

3 m
9,8 ft

0,9 m
2,9 ft

730 lx

67,8 fcd

4 m
13,1 ft

1,2 m
3,9 ft

410 lx

38,1 fcd

5 m
16,4 ft

1,5 m
4,9 ft

263 lx

24,4 fcd

Lux*

Footcandles*

Distance (meter)
Distance (feet)

Beam width (meter)
Beam width (feet)

*measured at
center of beam

beam center
17°

Intensities in 0° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

6568 6541 6496 6410 6215 5797 5152 4380 3645 2958 2240 1637 1213 957 815 708 614 542 491 457

100% 100% 99% 98% 95% 88% 78% 67% 55% 45% 34% 25% 18% 15% 12% 11% 9% 8% 7% 7%

Intensities in 0° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

6568 6541 6496 6410 6215 5797 5152 4380 3645 2958 2240 1637 1213 957 815 708 614 542 491 457

100% 100% 99% 98% 95% 88% 78% 67% 55% 45% 34% 25% 18% 15% 12% 11% 9% 8% 7% 7%

Intensities in 180° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

6568 6571 6549 6487 6297 5875 5225 4467 3685 2924 2192 1589 1169 914 771 671 587 523 475 439

100% 100% 100% 99% 96% 89% 80% 68% 56% 45% 33% 24% 18% 14% 12% 10% 9% 8% 7% 7%

Intensities in 180° c-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

6568 6571 6549 6487 6297 5875 5225 4467 3685 2924 2192 1589 1169 914 771 671 587 523 475 439

100% 100% 100% 99% 96% 89% 80% 68% 56% 45% 33% 24% 18% 14% 12% 10% 9% 8% 7% 7%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

17,0° 30,7° 79,9° 91,0% 82,5%


