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Light quality:

CRI:  97,1

Color temperature:

2916 K

Output: 1129 lm
Peak: 2810 cd

Power: 30,8 W
PF: 0,95

Product name:
Goauche XIM09953013A3A
CEW38L52

Date and time:
1-10-2020  14:35:08

Item number:
900 000436

Additional information:
-XIM09953013A3A
50mm optic

CIE1931
x: 0,441
y: 0,401

400 450 500 550 600 650 700 750 800

Beam angle

Color

Spectra Power Voltage: 231 V
Current: 0,140 A

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com
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CIE 1931 CIE 1931 ZOOM

Delta UV: 0,0017

TM30: 95,0 CRI: 97,1  (R1-R8)
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CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

97,06 99,16 95,76 94,22 97,04 97,15 97,74 98,44 96,32 98,94 90,94 94,80 97,35 96,57 98,70

TM30 C values, 16 binned values out of total of 99 C values
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16

96,51 97,65 95,93 95,59 95,56 92,72 94,32 93,67 95,73 97,07 95,26 92,70 94,76 93,12 95,32 90,69

CQS Q values
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15

95,08 97,52 93,73 97,65 93,96 90,65 92,99 97,02 97,16 96,37 97,93 97,54 97,67 96,57 96,59

Color parameters

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Duv

2916 K 97,1 96,3 95,0 103,6 95,1 0,4 0,4 0,3 0,3 -0,0017
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1 m
3,3 ft

0,6 m
2,1 ft

2804 lx

260,5 fcd

2 m
6,6 ft

1,3 m
4,2 ft

701 lx

65,1 fcd

3 m
9,8 ft

1,9 m
6,3 ft

312 lx

28,9 fcd

4 m
13,1 ft

2,5 m
8,3 ft

175 lx

16,3 fcd

5 m
16,4 ft

3,2 m
10,4 ft

112 lx

10,4 fcd

Lux*

Footcandles*

Distance (meter)
Distance (feet)

Beam width (meter)
Beam width (feet)

*measured at
center of beam

beam center
35°

Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

2804 2779 2725 2649 2542 2381 2180 1938 1647 1352 1059 813 593 401 280 202 152 123 104 90

100% 99% 97% 94% 91% 85% 78% 69% 59% 48% 38% 29% 21% 14% 10% 7% 5% 4% 4% 3%

Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

2804 2779 2725 2649 2542 2381 2180 1938 1647 1352 1059 813 593 401 280 202 152 123 104 90

100% 99% 97% 94% 91% 85% 78% 69% 59% 48% 38% 29% 21% 14% 10% 7% 5% 4% 4% 3%

Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

2804 2793 2754 2669 2551 2400 2208 1944 1657 1350 1066 806 571 381 261 183 143 118 100 86

100% 100% 98% 95% 91% 86% 79% 69% 59% 48% 38% 29% 20% 14% 9% 7% 5% 4% 4% 3%

Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

2804 2793 2754 2669 2551 2400 2208 1944 1657 1350 1066 806 571 381 261 183 143 118 100 86

100% 100% 98% 95% 91% 86% 79% 69% 59% 48% 38% 29% 20% 14% 9% 7% 5% 4% 4% 3%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

35,3° 55,5° 81,8° 97,4% 93,7%


