
180 165
150

135

120

105

90

75

60

45

30
15015

30

45

60

75

90

105

120

135

150
165

19,6°

Light quality:

CRI:  95,7

Color temperature:

2960 K

Output: 1643 lm
Peak: 6292 cd

Power: 26,8 W
PF: 0,94

Product name:
Oil AC XIM19953020A3A
AZW12L02

Date and time:
30-9-2020  10:44:01

Item number:
900 000474

Additional information:
-XIM19953020A3A
-76mm Optic Spot 12D

CIE1931
x: 0,438
y: 0,402

400 450 500 550 600 650 700 750 800

Beam angle

Color

Spectra Power Voltage: 232 V
Current: 0,122 A

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com
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CIE 1931 CIE 1931 ZOOM

Delta UV: 0,0011

TM30: 94,3 CRI: 95,7  (R1-R8)
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CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

95,51 99,16 94,53 91,38 95,16 97,48 96,55 96,22 96,17 99,05 87,79 99,48 96,28 95,95 96,67

TM30 C values, 16 binned values out of total of 99 C values
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16

95,25 96,26 95,75 94,91 94,04 91,17 90,52 91,25 92,69 94,06 96,89 94,02 95,65 94,69 94,24 92,74

CQS Q values
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15

94,79 97,90 95,80 94,83 90,50 88,12 93,76 97,80 96,79 97,06 96,88 95,76 95,89 97,10 96,80

Color parameters

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Duv

2960 K 95,7 96,2 94,3 104,6 94,3 0,4 0,4 0,3 0,3 -0,0011



Beam details 3 of 4

1 m
3,3 ft

0,3 m
1,1 ft

6275 lx

582,9 fcd

2 m
6,6 ft

0,7 m
2,3 ft

1569 lx

145,7 fcd

3 m
9,8 ft

1 m
3,4 ft

697 lx

64,8 fcd

4 m
13,1 ft

1,4 m
4,5 ft

392 lx

36,4 fcd

5 m
16,4 ft

1,7 m
5,7 ft

251 lx

23,3 fcd

Lux*

Footcandles*

Distance (meter)
Distance (feet)

Beam width (meter)
Beam width (feet)

*measured at
center of beam

beam center
20°

Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

6275 6284 6155 5113 4072 3030 2294 1877 1461 1044 865 749 632 521 479 437 395 357 328 300

100% 100% 98% 81% 65% 48% 37% 30% 23% 17% 14% 12% 10% 8% 8% 7% 6% 6% 5% 5%

Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

6275 6284 6155 5113 4072 3030 2294 1877 1461 1044 865 749 632 521 479 437 395 357 328 300

100% 100% 98% 81% 65% 48% 37% 30% 23% 17% 14% 12% 10% 8% 8% 7% 6% 6% 5% 5%

Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

6275 6265 6157 5115 4073 3030 2264 1842 1421 1000 823 718 613 516 477 439 400 364 334 303

100% 100% 98% 82% 65% 48% 36% 29% 23% 16% 13% 11% 10% 8% 8% 7% 6% 6% 5% 5%

Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°

6275 6265 6157 5115 4073 3030 2264 1842 1421 1000 823 718 613 516 477 439 400 364 334 303

100% 100% 98% 82% 65% 48% 36% 29% 23% 16% 13% 11% 10% 8% 8% 7% 6% 6% 5% 5%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

19,6° 47,7° 95,7° 96,0% 88,1%
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Flicker curve (Complete sampled flicker signal)

Flicker frame (frame of one period)

100% Maximum

99% Minimum100% Average

0%
Cycle time: 1,03ms (975,6 Hz)

Flicker FFT (frequency scope of flicker curve)

Span 0 - 2000Hz

Flicker results:

Flicker frequency: 975,61 Hz

Flicker index: 0

Flicker percentage: 1,2 %

SVM: (Visual flicker) 0

Flicker conditions:

Sample Rate 40000 samples/second


