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	Gouache Optic DC
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	Artikelnummer 900 000436
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	specificaties

	Download specificaties

	LED engine : Xicato XIM Module
Optional colors : 2700K, 3000K, 3500K or 4000K
Optics angle 9mm LED : 12, 16, 30, 39, 45 or 60 degrees
Optics angle 19mm LED : 30, 33, 43, 54 or 61 degrees
Power CRI83+ 9mm LED : 18,8 Watt, 1300Lm
Power CRI83+ 19mm LED : 19,1 Watt, 2000Lm,
Power CRI95+ 9mm LED : 18,8 Watt, 1000Lm,
Power CRI95+ 19mm LED : 17,2 Watt, 1300Lm,
Materials : Alloy
Finishing : Anodize, Powder coating
Waterproof Fixture : IP50
Power supply : excluding 48VDC external
Driver : Including
Dimmable : Yes on board 0-10V, Dali or Bluetooth
Size : Ã˜ 59 x 181 mm
Options :Honeycomb ore filters on request

	

	


	


	
	
		Accessoires

	
		
		Op verzoek zijn verschillende accessoires voor de Gouache Optic DC verkrijgbaar.

		Mail ons
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Spread Filter
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		Fotometrie
 
	
		
		Op aanvraag zijn fotometriespecs van de Gouache Optic DC te verkrijgen.

		Vraag fotometriegegevens aan
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		LED-leveranciers
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		Voedingen
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			Bel of mail ons!

		
			Proliad LED Lighting

			Vrijkenstraat 18

			6088 PA, Roggel

			info@proliad.com

			+31 (0)4 75 - 44 44 20
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			Schrijf je hier in voor onze nieuwsbrief.

			Open van maandag tot en met vrijdag tussen 09.00 en 17.00 uur. Bezoek geschiedt alléén op afspraak.
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